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6233014 BLUESTAR CLASSIC SMS II 

FEATURES 

• Antistatic 

• Zipper up to chin 

• 3-piece hood 

• Elasticated wrist, ankles, wrist 

• Very breathable and comfortable 

• Ample crotch 

 

DESCRIPTION 
White multilayer SMS coverall (45g/m²). 3-piece 

hood and zipper all the way up to chin. 

Elasticated wrist and ankle and fully elasticated 

waist. Ample crotch. Breathable and comfortable 

to wear. Best economic choice type 5 & 6 

protective clothing, provides superior protection 

against hazardous dry particulates (fabric resist 

99.8% of particles of size 0.5 µm) and light liquid 

spray in the workplaces. 

SPECIFICATIONS 

Product name BlueStar Classic SMS II  

Model  6233014 

EN EN13982-1:2004+A1:2010 TYPE 5, EN13034:2005+A1:2009 TYPE 6 

 EN1073-2:2002 CLASS 1, EN1149-5:2008 

CE-category III, Type 5/6 

Size S – 4XL 

Material SMS 

Color  White 

Unit 1 pcs/bag, 50 pcs/carton 

  

SUITABLE FOR 

• Asbestos removal, construction, grinding, 

hazardous dust, metal polishing, powder 

coating, waste cleaning.  

Print and color may vary. 
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FABRIC PHYSICAL PROPERTIES     TEST METHOD RESULT CLASS 

Abrasion Resistance     EN 530 >100 cycles*        Class 2 

Flex Cracking Resistance     ISO 7854 >40,000cycles*    Class 5 

Trapezoidal Tear Resist.   MD ISO 9073-4 >40 N 
Class 1 

    CD   >10 N 

Tensile Strength   MD ISO 13934-1 >100 N 
Class 1 

    CD   >30 N 

Puncture Resistance     EN 863 >5 N  **   Class 1 

Seam Strength     ISO 13935-2 >75 N Class 3 

Antistaticity     EN 1149-5 Pass  

pH Value     ISO 3071 Pass  

AZO Dyes     EN 14362-1 Pass  

Fastness to perspiration     ISO 105-E04 Pass  

Resistance to Ignition     EN 13274-4 Pass  

Note  *  denotes visual endpoint            

Note * *   exclusion: EN ISO 1073-2:2002 clause 4,2 requires class 2 
   

FABRIC CHEMICAL PROPERTIES     TEST METHOD PENETRATION REPELLENCY 

Sulphuric acid 30%     EN ISO 6530 Class 3 Class 3 

Sodium Hydroxide 10%     EN ISO 6530 Class 3 Class 3 

WHOLE SUIT TEST 
PERFORMANCE 

      RESULT   

Type 4 Spray Test     
Pass 

method defined by EN ISO 17491-4:2008 Method:B     

Type 5  
Inward Leakage 
Test 

    

Pass 
method defined by EN ISO 13982-2:2004 

              pass = Ljmn.82/90≦30% and LS.8/10≦15%       

Protective clothing against radioactive contamination     
Class 1 

EN1073-2:2002       

 

PERFORMANCE CHART 
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